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Do  not  assume  content  reflects  current 
scientific  knowledge,  policies,  or  practices. 
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You  may  build  this  house  in  stages.  The 
basic  plan  provides  sleeping  and  clothes 
storage  space  in  the  living  room.  Later 
you  may  add  one,  two,  or  three  bed- 
rooms. The  basic  plan  is  well  adapted 
for  use  as  a  farm  labor  house. 


PLAN  NO.  7079 

HOUSE  AS  SHOWN 7  SHEETS 

PLAN  NO.  7079R 

HOUSE  REVERSED  7  SHEETS 

SQUARE  FOOT  AREA: 

BASIC  HOUSE 660 

COMPLETED  HOUSE  ....  1230 
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CONCRETE ' 

MASONRY  UNITS 
FOUNDATION  *&LL 


CONCRETE  FOOTING  TO 
KM  ON  SOLID  GROUNO 
BELOW  FROST  LINE 


NOTE    ALL  LINTELS  OVER  DOORS 
AND  WINDOWS    ARC  2-  2*t4*ON 
EDGE  UNLESS  OTMCAWrSE  NOTED 


2*i  V  NOTCHED  STUOS 

l*i  •'  LET  IN  CORNER  IRACE 
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VIEW  SHOWING  FRONT,  RIGHT  SIDE 
AND  ROOF  FRAMING     kale  %  .  r- o" 

PLAN  NO.  7079 


NOTCHED  STUOS 


UPPER  PART  OF  PLATE  NAILED 
TO  LOWER  WITH  10 1)  NAILS  2 

NEAR  ENDS  OTHERS  STAGGERED 
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Ii6    LET-IN  OIAGONAL 
BRACES  NAILEO  AT  ENDS 
WITH  3-  104  NAILS  ANO 
AT  CROSSING  STUDS  WITH 
2-  10  4  NAILS 


CORNER  POST 


2-104  NAILS 
ENDS  OF  EACH 
PART  OF 
LINTEL 


-104  TOENAILS  EACH 
WIDE  FACE 
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WORKING  DRAWINGS  IN 
PERSPECTIVE: 

The  working  drawings  for  these 
two  houses  are  in  three  dimen- 
sions and  show  more  clearly  than 
usual  the  details  and  methods  of 
construction.  They  are  easy  to 
understand  and  will  be  helpful  to 
you  whether  you  do  your  own 
building  or  have  it  done  by  others. 

On  this  page  are  shown  two  ex- 
amples of  these  drawings  reduced 
in  size,  and  on  the  back  page,  two 
more  examples  of  the  larger  de- 
tails of  construction. 
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PLAN  NO.  7083 

HOUSE  AS  SHOWN 9  SHEETS 

PLAN  NO.  7083R 

HOUSE  REVERSED  9  SHEETS 

SQUARE  FOOT  AREA 

BASIC  HOUSE 872 

COMPLETED  HOUSE 1628 


VIEW     OF    BASIC    HOUSE 


This  house  is  larger  than  the  one 
shown  on  the  cover  since  the  ba- 
sic plan  includes  one  bedroom. 
Later  you  may  add  a  workroom 
and  one,  two,  or  three  bedrooms 
with  little  change  to  the  original 
house.  The  kitchen  and  living 
room  of  the  basic  plan  are  large 
enough  for  an  expanded  house- 
hold. 
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ROOFING  I  SHINGLES  I 
ROOFING    FELT 
SHEATHING 
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FOUNDATION  WALLS  OF  CONCRETE 
MASONRY  UNITS-   FILL  CORES  AT  ANCHOR 
BOLTS   ANO  ALL  CORES  IN  TOP  COURSE 

"RIGID  WATERPROOF  INSULATION 


TYPICAL    WALL   SECTION 


WHERE  TO  ORDER  PLANS: 

Working  drawings  for  the  two 
houses  shown  may  be  obtained 
through  the  Extension  Agricultural 
Engineer  at  many  of  the  State 
Agricultural  Colleges.  A  nominal 
charge  to  cover  printing  and  mail- 
ing is  usually  made.  Where  the 
Extension  Engineer  cannot  furnish 
the  plans,  inquiries  may  be  direct- 
ed to  the  U.  S.  Department  of  Ag- 
riculture, Division  of  Farm  Build- 
ings and  Rural  Housing,  Beltsville, 
Md.  The  Department  does  not 
furnish  plans  directly,  but  will  refer 
any  inquiries  received  to  the  near- 
est State  handling  the  requested 
plan. 


CEMENT    CAP 


METAL    CAP  FLASHING   ABOUND  ENT'RE 
CHIMNET,  TO  LAP  BASE  FLASHING  A*MIN 
LAP  EACH  VERTICAL  SEAM   ANO  PROVIDE 
FULL  MORTAR  BED  WHERE  FLASHING  IS 
INSERTED  IN    JOINTS 


oV"  *  2    FLUE    LININGS 


METAL  BASE  FLASHING  TURNED  UP 

AGAINST    CHIMNET  APPRO*    6  ,    LAP 
EACH  SECTION    S",  SHINGLES   LAP  OVER 
FLASHING  «'-  FLASHING  WOVEN   INTO 
EACH   SHINGLE  COURSE 


BASE  FLASHING  TO  LA* 
OVER   SHINGLES    


NOTE  -  ALL  LAP  JOINTS  TO  BE  SOLDERE0 

PROVIDE   WATERTIGHT  CONSTRUCTION 


METAL   CRICKET 
TO  EXTEND  UNDER 
CAP  FLASHING  ANO 
OVER  RIDGE  AS 
SHOWN 
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VIEW   OF  CHIMNEY  SHOWING 
METHOD  OF  FLASHING 
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BUREAU  OF  HUMAN  NUTRITION  AND  HOME  ECONOMICS 
COOPERATING  WITH  EXTENSION  SERVICES  AND  AGRICULTURAL  ENGINEER- 
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